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CUTLINE 2

Relocation or undergrounding of
telegraph pole and associated stays.
Subject to consultation with BT

1 no. private vehicle
access

CUTLINE 2

Existing field gate to be taken
up and removed. New 3m

Removal of hedgerow
(possible translocation
to new position)

Reldcation or undergrounding
of telegraph pole and
associated stays. Subject to

wide galvanized steel field
gate to be provided

consultation with BT
1m verge to contain 600mm wide
filter drain, 750mm deep with
permeable geotextile surround.
Surface water to be infiltrated in to
the ground (subject to Gl testing)

1 no. private vehicle
access

Primary Cycle Route, 3m
wide with 1.5m buffer zone
to detail DE024, (where
speed limit is 40mph and

above) Relocation or

undergrounding of
telegraph pole and
associated stays. Subject
to consultation with BT
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1 no. private vehicle
~ access \

M4

\

Primary Cycle Route, 3m wide with
1.5m buffer zone

to detail DE024, (where speed limit
is 40mph and above)

OVERBRIDGE

o

Primary Cycle Route, 3m
wide with 1.5m buffer zone
to detail DE024, (where
speed limit is 40mph and
above)

1 no. private
vehicle access

\

1m verge to contaiﬁ 600mm wide filter drain,

750mm deep with permeable geotextile surround.

Surface water to be infiltrated in to the ground
(subject to Gl testing)

Primary Cycle Route, 3m wide with 1.5m
buffer zone

to detail DE024, (where speed limit is
40mph and above)

Key

Carriageway
Primary Cycle Route
Verge
@LP Existing lamp post to be taken down and disposed off site.
®RS Existipg traffic sign and associateq posts to be .taken down
and either set aside for reuse or disposed off site
Notes

1. All street furniture shall be located a minimum distance of 4.5m from
the carriageway edge. Itis assumed at this preliminary design
stage that passively safe street lighting columns and traffic signs
shall be installed at sections of the highway with an historic accident
record. At all other locations, standard equipment will be used.
Detailed risk analysis will be undertaken at detailed design stage.

Proposed Lighting

3.0m Wide Shared Use

Column in 0.4m verge

1.5m Wide
Buffer Zone Footway / Cycleway 0.6m 0.4m H
—— j
Proposed HB2 Kerb -
— .
e — Topsoil -
- /m>
S Road ﬁj —
25mm lower than
Footway / Cycleway

Proposed Filter Drain

(Infiltration Assumed)
SectionC-C

NTS

Filter material with
Geomembrane Surround

Timber post and rail fence

SAFETY, HEALTH AND
ENVIRONMENTAL INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED WITH THE
TYPES OF WORK DETAILED ON THIS DRAWING, NOTE THE FOLLOWING

1. Works adjacent to B4245 with varying speed limits of 30mph,
40mph and 60mph.

2. WPD 11kV cable present on eastern side of M4 overbridge
crossing the verge and carriageway.

3. WPD 11kv cable present in footway and soft verge, southern side
of B4245 from Church Rd, Undy for an approx distance of 500m
eastbound

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY A
COMPETENT CONTRACTOR WORKING, WHERE APPROPRIATE,
TO AN APPROVED METHOD STATEMENT

1y

1 no. private
vehicle access
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Primary Cycle Route, 3m wide
with 1.5m buffer zone

Relocation or
undergrounding of

-

1m verge to contain 600mm wide

telegraph pole and

Primary Cycle Route locally narrowed

to detail DE024, (where speed
limit is 40mph and above) ;

filter drain, 750mm deep with
permeable geotextile surround.
Surface water to be infiltrated in to
the ground (subject to Gl testing)

due to existing building, 2m wide with
1.5m buffer zone to detail DE024,
(where speed limit is 40mph and
above)

associated stays. Subject
to consultation with BT

Note:

Proposed HB2 Kerb

— — _ Road
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Proposed Lighting
Column in 0.4m verge
1.5m Wide 3.0m Wide Shared Use
Buffer Zone Footway / Cycleway 0.6m 0.4m
B Timber post and rail fence
— 1in 40 ~__ Topsoil W L
_— —_— ~
— :
— -
25mm lower than
Footway / Cycleway

Filter material with
Proposed Filter Drain Geomembrane Surround
(Infiltration Assumed)
SectionD-D
NTS 1rac

Restriction in width at building
location

Relocation or undergrounding of
telegraph pole and associated stays.
Subject to consultation with BT

1m verge to contain 600mm wide
filter drain, 750mm deep with
permeable geotextile surround.
Surface water to be infilrated in to
the ground (subject to Gl testing)

Removal of hedgerow (possible
translocation to new position)

Removal of 2 no. trees.
Mitigation planting to MCC's
agreed mitigation ratio at

rear of footway.

Primary Cycle Route, 3m wide with
1.5m buffer zone

to detail DE024, (where speed limit
is 40mph and above)

Removal of 5 no. trees.

Mitigation planting to MCC's

agreed mitigation ratio at rear

of footway.
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